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Abstract: The design and implementation of a new control scheme for reactive power compensation, voltage regulation and
transient stability enhancement for wind turbines equipped with ﬁxed-speed induction generators (IGs) in large interconnected
power systems is presented in this study. The low-voltage-ride-through (LVRT) capability is provided by extending the range
of the operation of the controlled system to include typical post-fault conditions. A systematic procedure is proposed to
design decentralised multi-variable controllers for large interconnected power systems using the linear quadratic (LQ) output-
feedback control design method and the controller design procedure is formulated as an optimisation problem involving rank-
constrained linear matrix inequality (LMI). In this study, it is shown that a static synchronous compensator (STATCOM) with
energy storage system (ESS), controlled via robust control technique, is an effective device for improving the LVRT
capability of ﬁxed-speed wind turbines.
1 Introduction
Voltage instability is a growing concern for power systems
worldwide owing to the increasing impact of induction
motor loads, wind turbines and other fast recovering load
devices [1]. In this paper, the analysis and control of the
response to relatively large perturbations in power systems
with wind turbines coupled to squirrel-cage induction
generators (SCIG) is considered. Although the use of
variable-speed wind turbines with power electronic
interfaces is the current trend, many directly connected
induction-generator-based wind turbines are still in
operation. All wind turbine technologies, irrespective of
type, employed in high-power wind farms, are required by
new grid codes in some countries to have a fault ride-
through capability for faults on the transmission system
[2]. To deal with this situation, ﬂexible AC transmission
system (FACTS) devices (such as a STATCOM) can be
used. However, since STATCOMs are only able to
provide reactive power control, their application is limited
to reactive power support. As one of the alternatives to
overcome this problem, a STATCOM with an energy
storage system (STATCOM/ESS) can be used to supply
the reactive power, increase the capability to dampen
electromechanical oscillations and enhance the low-
voltage-ride-through (LVRT) capability of ﬁxed-speed
wind turbines. However, although a STATCOM/ESS has
great potential to fulﬁl the requirements of grid code to
connect wind turbines, considerable advances in the
control of this system are still needed for its practical
implementation.
Recently, a control method for limiting the torque and
enhance the LVRT capability of grid-connected cage
induction machines during the recovery process after grid
faults by using a STATCOM is proposed in [3]. The
authors in [4] propose a novel damping control algorithm
for a STATCOM in a series compensated wind park for
mitigating sub-synchronous resonance (SSR) and damping
power system oscillations. An efﬁcient control strategy to
improve the LVRT capability in doubly fed induction
generators (IGs) is proposed in [5]. A proportional-integral
(PI)-based voltage and frequency controller is proposed in
[6]. The existing control techniques are mainly aimed at
maximising the output power, increasing the reactive
current during low-voltage, and reducing the peak rotor
fault current. However, they do not consider the non-
linearity and interactions among wind farms. However, it is
essential to consider the non-linearity and interconnection
effects in order to design controllers for multi-machine
power systems, and also quantify the deviation of the
operating point from the equilibrium point for which the
system maintains closed-loop stability.
In recent years, the design of robust decentralised
controllers for interconnected large power systems has been
widely investigated and intensively studied with large
attention on guaranteeing the stability of the overall system
model in the presence of interconnections terms [7].
Although centralised controllers for such systems can often
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be designed using standard control design techniques,
centralised control algorithms, in general, require a higher
level of connectivity and higher communication costs
compared with decentralised schemes. Hence, much effort
has been focused on the application of decentralised control
in power systems (see [7, 8]). Results concerning robust
decentralised control of interconnected power systems –
based on approaches that explicitly take into account the
interactions terms – have been reported in [9, 10]. In [11],
an interesting decentralised turbine/governor controller
scheme for power systems has been presented. However,
the local state feedback controllers designed using this
approach need complete state information (which may
not be feasible to obtain). An output-feedback robust
decentralised control using linear matrix inequality (LMI)
techniques has been presented in [12].
During faults and in post-fault operation, the system state
can be signiﬁcantly far from the desired equilibrium point.
In most situations, the post-fault uncontrolled system has
unstable post-fault trajectory. The difﬁculty in providing the
LVRT capability is because of the non-linearities in the
power system model [13]. Linear controllers have a limited
range of operation which normally does not include
post-fault voltage conditions [13]. A solution to the LVRT
problem is to design globally stabilising controllers [14].
Unfortunately these controllers often need a full-state
feedback and are not robust to modelling uncertainties. The
next option is to use a linear controller that is robust to
the change in the linear model with changing operating
conditions – a necessary outcome of the underlying
non-linear model.
As mentioned above, robust controllers do exist for power
systems but few of them have been able to systematically
provide robustness against such large deviations as is
required for LVRT. In this paper, we present a method that
can be used to design a linear controller that is robust to
accommodate post-fault low-voltage conditions. We
describe the design of robust decentralised controllers to
enhance dynamic voltage and transient stability where
instability is caused by a large number of IGs connected in
the weak areas of the system. The controller is designed for
a stable operation even when the operating point is at a
distance from the equilibrium point during transients. The
extended robustness is provided by the exact linearisation of
the non-linear model using the mean value and the Cauchy
remainder [15]. We also include interconnection effects
from other machines in the controller design. Prior to the
design of the controllers, a modal analysis has been carried
out to identify the critical modes and the weakest machines
which exert the greatest inﬂuence on the instability
mechanism. By this approach, the potentially severe
perturbations on the system are addressed in the controller
design and this makes the proposed design procedure more
robust with respect to non-linear behaviours in the system.
The organisation of the paper is as follows: Section 3
provides the mathematical modelling of the power system
devices under consideration; test system and control
objectives are presented in Section 4; Section 5 describes
the linearisation technique and the process for obtaining the
bounds on the non-linear terms; Section 6 discusses the
decentralised minimax output-feedback controller design
procedure using a rank-constrained LMI technique; Section
7 presents the control design algorithm and, in Section 8,
the performance of the controller is outlined through a
series of non-linear simulation results. Concluding remarks
and suggestions for future works are given in Section 9.
2 List of symbols
Symbols in the order in which they appear.
Tae aerodynamic torque
cp power coefﬁcient
R turbine rotor radius
g torsion angle
Tm mechanical torque
Rr rotor resistance
Xr rotor reactance
Vds d-axis stator voltage
vdc capacitor voltage
d rotor angle
Km sensor constant
u control input
G scaling parameter
vsc supercapacitor voltage
r air density
l tip-speed ratio
Hm, HG inertia constant
f normal grid frequency
vG rotor speed of generator
T′o transient time constant
ids d-axis stator current
Vqs q-axis stator voltage
E′dr d-axis transient voltages
a ﬁring angle of STATCOM
Tm sensor time constant
y measured output
f, c uncertainty gain matrix
Csc supercapacitance
Awt swept area
u pitch angle
Ks torsion stiffness
Te electrical torque
s slip
Xs stator reactance
X′ transient reactance
vt terminal voltage
C DC capacitor
m modulation index
x state vector
j uncertainty input
t, u free parameter
Rs resistance
vm rotor shaft speed
Vw wind speed
Dm, DG torsion damping
Ng gear ratio
E′qr q-axis transient voltages
X rotor open-circuit reactance
E′dr d-axis transient voltages
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iqs q-axis stator current
RC internal resistance of C
Ps input power of STATCOMs
A,B,C,D system matrices
z uncertainty output
k inverter constant
sc critical slip
3 Power system model
Dynamic models of the devices considered in the paper are
presented in this section. In this research, the following
devices are used: (i) synchronous generators, (ii) ﬁxed-
speed wind generators and (iii) STATCOMs with energy
storage devices. A single-axis third-order generator model
and an IEEE-ST1A type excitation system are used in this
paper [16]. A ﬁxed-speed wind generator is mainly
equipped with a SCIG. The non-linear model of the wind
turbines is based on a static model of the aerodynamics, a
two-mass model of the drive train and a third-order model
of the IG.
The rotor of the wind turbine, with radius Ri, converts
energy from the wind to the rotor shaft, rotating at the
speed, vmi . The power from the wind depends on the wind
speed, Vwi , the air density, ri and the swept area, Awti . From
the available power in the swept area, the power on the
rotor is given based on the power coefﬁcient, cpi (li, ui),
which depends on the pitch angle of the blade, ui, and the
ratio between the speed of the blade tip and the wind speed,
denoted tip-speed ratio, li = (vmiRi/Vwi ). Ri is the wind
turbine radius. The aerodynamic torque applied to the rotor
for the ith turbine by the effective wind speed passing
through the rotor is given as follows [17]
Taei =
ri
2vmi
Awti cpi (li, ui)V
3
wi
(1)
where cpi is approximated by the following relation [18]
cpi = (0.44− 0.0167ui) sin
p(li − 3)
15− 0.3ui
[ ]
− 0.00184(li − 3)ui
where i ¼ 1, . . . , n, and n is the number of wind turbines.
The drive train attached to the wind turbine converts the
aerodynamic torque Taei on the rotor into the torque on the
low speed shaft, which is scaled down through the gearbox
to the torque on the high-speed shaft. A two-mass drive
train model of a wind turbine generator system (WTGS) is
used in this paper as drive train modelling can satisfactorily
reproduce the dynamic characteristics of the WTGS.
The dynamics of the shaft are represented as [17]
v˙mi =
1
2Hmi
[Taei − Ksigi − Dmivmi ] (2)
v˙Gi =
1
2HGi
[Ksigi − Tei − DGivGi ] (3)
g˙i = 2pf vmi −
1
Ngi
vGi
( )
(4)
The transient model of an IG is described in this paper by the
following equations [17, 19]
s˙i =
1
2HGi
[Tmi − Tei ] (5)
E˙
′
qri
= − 1
T ′oi
[E′qri − (Xi − X
′
i )idsi ]− sivsE
′
dri
(6)
E˙
′
dri
= − 1
T ′oi
[E′dri + (Xi − X
′
i )iqsi ]+ sivsE
′
qri
(7)
Vdsi = Rsi idsi − X
′
i iqsi + E
′
dri
(8)
Vqsi = Rsi idsi + X
′
i iqsi + E
′
qri
(9)
vti =
NameMeNameMeNameMeNameMeNameMeNameMeNameMeNameMeNameMeNameMeNameMeNameMe
V 2dsi + V 2qsi
√
(10)
where X ′i = Xsi + XmiXri/(Xmi + Xri ), Xi = Xsi + Xmi , T
′
oi
=
(Lri + Lmi)/Rri and Tei = Edri idsi + Eqri iqsi
The STATCOM is a shunt-connected device using power
electronics to generate a three-phase voltage whose
magnitude and phase angle can be adjusted rapidly. In this
way, the STATCOM can inject capacitive or inductive
current at the AC system bus. The traditional STATCOM
has limited energy storage capability. Thus it is not possible
to signiﬁcantly impact both active and reactive power
simultaneously with the traditional STATCOM. The fast
active and reactive power support provided by an ESS
(which may consist of a supercapacitor coupled to the
STATCOM, for example) can signiﬁcantly enhance the
ﬂexibility and control of transmission and distribution
systems.
The main components of the STATCOM/ESS shown in
Fig. 1 are a normal STATCOM and a supercapacitor-based
ESS. A normal STATCOM is comprised of a coupling
transformer, a voltage source inverter (VSC) and a DC link
capacitor (usually electrolytic). The DC link capacitor
provides voltage support for the VSC and the DC chopper.
The ESS is comprised of a supercapacitor and a bi-
directional DC–DC buck–boost converter to control the
charging and discharging of the supercapacitor modules.
The aim of these modules is to store energy in the
supercapacitor and then deliver that energy to the grid via
the DC link when required. The DC to DC converter
Fig. 1 STATCOM/ESS control strategy
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operates in buck mode to recharge the supercapacitor,
whereas boost mode transfers the stored energy to the DC
link [20].
We can write equations for the STATCOM circuit as
v˙dcl (t) = −
Psl
Clvdcl
− vdcl
RclCl
(11)
for l ¼ 1, 2, . . . , m, where m is the number of STATCOMs
and Psl is the power supplied by the system to the
STATCOM to charge the capacitor, given by
Psl = |El|
2Gll +
∑m
p=l
p=1
|El||Ep|[Blp sinapl + Glp cosalp]
+
∑n
j=l
j=1
|El||E′j|[Blj sin(dj − al)+ Glj cos(dj − al)]
(12)
where Glp and Blp are the real and imaginary parts of the
equivalent transfer impedances between the terminal buses
of STATCOMs, l and p and Glj and Blj are between
terminal buses of STATCOM, l and IG, j. The term E′j
denotes E′drj, E
′
qrj and E
′
qj, and sinapl ¼ sin(ap2 al). Also,
the STATCOM terminal AC voltage is El = klvdcl/al,
where al is the bus angle of the STATCOM in the reduced
network, and kl =
NameMeNameMeNameMeNameMeNameMeNameMe
(3/8)
√
ml, where ml is the modulation
index. The terminal voltages of the STATCOMs are
measured using transducers with ﬁrst-order dynamic models
of type
v˙tml = −
vtml
Tml
+ Kml vtl (13)
The dynamics of the supercapacitor is represented as
Csci v˙dcr (t) = −
vscr
Rsr
− vdcl
Rsr
(14)
for r ¼ 1, 2, . . . , p, where p is the number of ESS.
The STATCOM/ESS controller is depicted in Fig. 1. The
controller provides DC voltage and terminal voltage
command to achieve the desired system response during
the transient period. The controller converts the voltage
command into pulse-width modulation (PWM) switching
signals for the STATCOM/ESS. The designed multi-
variable controller regulates the modulation gain mi and
ﬁring angle (ai). The ﬁring angle ai mainly affects the
variation of the active power exchanged between the system
whose input signal is the error signal between the measured
DC voltage Vdc and the speciﬁed power reference (Vdcref ).
Therefore the function of the active power control is to
meet the active power demand of the system during
transients. The other output of the controller is the duty
cycle ratio mi which mainly regulates the magnitude of the
STATCOM’s output voltage and therefore the system voltage.
4 Test system and control task
One-line diagram of the New England system [21] is shown
in Fig. 2. This system is modiﬁed by replacing four
conventional generators at buses 31–34 by four wind farms
and used as the test system in this paper. The modiﬁed
system network consists of six thermal power plants and
four wind farms. The conventional generation, wind
generation and the total load in this system are 3760.48,
2432.93 and 6150.5 MW, respectively. We used aggregated
wind generator [22] and synchronous generator models [23]
for controller design.
Two 150 kVA 2-level VSC-based STATCOM/ESS (95 F,
19 kJ) are connected to the system at buses 32 and 34
through shunt coupling transformers at 110 kV to regulate
their respective terminal bus voltages at the point of
common coupling (PCC). The most effective locations
and best feedback signals for the STATCOM/ESS and the
power system stabilisers (PSSs) are found by the method of
comparing the residues, which are the products of modal
controllability and observability gramians [24]. The modal
controllability indicates the degree of inﬂuence of the given
input to the mode in question. The modal observability is a
measure of the modal information contained in a feedback
signal. They are independent and hence can be computed
separately. Buses 36 and 39 are the best locations for the
PSSs. The selection of the STATCOM/ESSs and the PSSs
locations and the best feedback signal are made by a
comparison of the residues at all the locations.
The eigenvalue analysis of the original system (before
replacing the conventional generation by wind farms) shows
that it has a dominant mode at 20.0131+ j0.711 with a
damping ratio of 0.019. The modiﬁed system has three
critical modes and their values with the most signiﬁcant
normalised participation vectors are shown in Table 1. The
mode 20.062+ j2.21 is an electromechanical mode with a
damping ratio of 0.028. The other two unstable modes
with eigenvalues 0.018 and 0.14 are monotonic modes
associated with both the rotor electrical dynamics of IGs.
These two monotonic modes are introduced because of the
replacement of synchronous generation with IGs. In this
paper, attention is directed to the design of robust control
Fig. 2 Ten machine 39 bus study system
Table 1 Critical modes and participation factors
Modes Participation factors
20.062+ j2.21 Dd6 ¼ 1 Dd1 ¼ 0.7738 DEdr1 ¼ 0.74
0.018 DE ′qr2 = 1 DE ′dr2 = 0.52 Ds2 ¼ 0.49
0.14 DE ′qr4 = 1 DE ′dr4 = 0.93 Ds4 ¼ 0.29
722 IET Gener. Transm. Distrib., 2012, Vol. 6, Iss. 8, pp. 719–730
& The Institution of Engineering and Technology 2012 doi: 10.1049/iet-gtd.2011.0537
www.ietdl.org
for these unstable modes. From the participation vectors in
Table 1, it is clear that the generators 6 and 1, and wind
farms 1 and 2 contribute signiﬁcantly to the dominant mode
and controllers should be designed for both the
synchronous and wind generators. This emphasises the need
to design decentralised controllers.
The test system considered in this paper is divided into four
sub-systems based on the coherent groups (generators swing
together) of generating units: (i) wind farms 1 and 3, (ii) wind
farms 2 and 4, (iii) G6, G9 and G10 and (iv) G7, G8 and G1.
One STATCOM/ESS controller each is a part of sub-
systems 1 and 2, and the PSSs are parts of sub-systems 3
and 4. The PSSs are designed using the standard process
given in [25]. For sub-systems 1 and 2, the state vector
is Dxi = [Dvmi , DvGi , Dgi, Dsi, DE
′
dri
, DE′qri , Dvdci, Dvtmi ,
Dvsci ], i ¼ 1, 2. For STATCOM/ESS controllers, the
control input ui = Dmi Dai
[ ]T
, yi = Dvti Dvdci
[ ]T
, and
for (PSSs), ui = DVsi and yi ¼ Dvi, where Vsi is the PSS
output signal and vi is the rotor speed of the synchronous
generator.
5 Problem formulation
A linearised model of the power system is usually obtained by
expanding the equations, around an equilibrium point, in a
Taylor series and retaining only the linear terms. In this
paper, in the design of the linear controller, the Cauchy
remainder is incorporated as an uncertain term thus
quantifying the deviations from the equilibrium point.
The reformulation proposed in this paper using Cauchy
remainder allows us to represent the non-linear large scale
power system S comprising n sub-systems Si of the
following form
Si: Dx˙i = AiDxi + BiDui + Eiji + Liri (15)
zi = C iDxi + DiDui (16)
zi = H iDxi + GiDui (17)
yi = CyiDxi + Dyiji (18)
where Dxi is the state vector, Dui is the control input, yi is the
measured output, zi is the controlled output, ji is known as the
uncertainty input, zi is known as the uncertainty output and ri
describes the effect of other sub-systems S1, . . . , Si21, Si+1,
. . . , SN on sub-system Si.
The procedure for obtaining the matrices in (15)–(18) and
the bounding uncertainty is described in the rest of this
section for the wind generator sub-system (sub-systems 1
and 2). The process is similar for the other sub-systems. Let
(xi0 , ui0 ) be an arbitrary point, using the mean-value
theorem, the sub-system (2)–(10) with a wind turbine and a
generator can be rewritten as follows [26]
x˙i = fi(xi0 , ui0 )+ Pi(xi − xi0)+Qi(ui − ui0 )+
∑n
j=i
j=1
Ni(xj − xj0 )
(19)
where the Cauchy remainder terms are
Pi =
∂fi1
∂xi
∣∣∣∣
ui=u∗1i
xi=x∗1i
..
.
∂fi9
∂xi
∣∣∣∣
xi=x∗9i
ui=u∗9i
⎡
⎢⎢⎢⎢⎢⎢⎢⎢⎢⎣
⎤
⎥⎥⎥⎥⎥⎥⎥⎥⎥⎦
, Qi =
∂fi1
∂ui
∣∣∣∣
xi=x∗1i
ui=u∗1i
..
.
∂fi9
∂ui
∣∣∣∣
xi=x∗9i
ui=u∗9i
⎡
⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎣
⎤
⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎦
,
N i =
∑n
j=i
j=1
∂fi1
∂xj
∣∣∣∣∣
xi=x∗1i
ui=u∗1i
..
.
∂fi9
∂xj
∣∣∣∣∣
xi=x∗9i
xi=u∗9i
⎡
⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎣
⎤
⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎦
Here xi is a 1 × 9 column vector, fi ¼ [ fi1, . . . , fi9]T is also a
1 × 9 column vector made up of the right-hand-side of (2)–
(10); (x∗pi , u
∗p
i ), p ¼ 1, . . . , 9, denote points lying on the line
segment connecting points (xi, ui) and (xi0 , ui0 ). Equation (19)
is an exact reformulation of the system in which the ﬁrst term
is linear and the rest of the terms are Cauchy remainders. The
Cauchy remainder term can also be linear, but it has to be
evaluated not at the system equilibrium point but on a point
lying on the segment joining the equilibrium point and the
current operating point.
It should be noted that the exact values of x∗pi and u
∗p
i are
not available, and because of this, instead of the exact
expressions for Pi, Qi and Ni in system (19), their bounds,
obtained numerically, are used in the control design.
Letting (xi0, ui0) be an equilibrium point and deﬁning
Dxi W xi − xi0 and Dui W ui − ui0, it is possible to rewrite
(19) as follows
Dx˙i = x˙i − x˙i0
= Pi(xi − xi0)+ Qi(ui − ui0)+ Ni(xj − xj0)
= AiDxi + (Pi − Ai)Dxi + (Qi − Bi)Dui + NiDxj + BiDui
(20)
where Ai =
∂fi
∂xi
∣∣∣∣
xi=xi0
ui=ui0
and Bi =
∂fi
∂ui
∣∣∣∣
xi=xi0
ui=ui0
are the Jacobian
matrices evaluated about the point {xi0, ui0}. It is important
to note that both Ai and Bi are known matrices (Jacobians
evaluated at the equilibrium point), while Pi and Qi are
unknown, because they depend on the x∗p and u∗p.
Therefore we use a formulation with bounded uncertainties
to account for the terms in which these unknown matrices
appear.
The system (20) is of the form which allows for an
application of the minimax control design technique [27].
To apply this technique, we rewrite system (20) in terms of
the block diagram shown in Fig. 3.
Let
(Pi − Ai)Dxi + (Qi − Bi)Dui = Eiji (21)
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where
Ei= diag
1
2Hmi
,
1
2HGi
, 0,
1
2HGi
,
Xi−X ′i
T ′oi
,
Xi−X ′i
T ′oi
,
1
C i
,Tmi , 0
( )
ji= f˜i(H˜ iDxi)+ c˜i(G˜iDui), NiDxj= Liri
(22)
where ri=
∑n
j=i
j=1 J˜izj and
H i=
NameMeNameMeNameMe
Gi
√ 0 0 0 1 0 0 0 0 00 0 0 0 1 0 0 0 0
0 0 0 0 0 1 0 0 0
0 0 0 0 0 0 1 0 0
⎡
⎢⎢⎣
⎤
⎥⎥⎦, Gi=
1 1
1 1
1 1
1 1
⎡
⎢⎢⎣
⎤
⎥⎥⎦ (23)
and Li is a 9 × 9 identity matrix.
Non-linear functions f˜i and c˜i are obtained from the
Jacobian matrices Pi, Ai, Qi and Bi. It is difﬁcult to
represent these matrices symbolically, but it is
straightforward to evaluate them numerically at a given
point and this is what we need to do to calculate the bounds
on f˜i and c˜i over the region of interest. To obtain an idea
of the form of the expressions, we give here a few
sample expressions. Let f˜i = [f˜i1, . . . , f˜i9]T, where
f˜i1 = 0 0 0 0
[ ]
,
f˜i2 =
x11
x12
x13
x14
x15
x16
⎡
⎢⎢⎢⎢⎢⎢⎢⎢⎣
⎤
⎥⎥⎥⎥⎥⎥⎥⎥⎦
T 0 y12 y13 0
0 y22 y23 0
0 y32 y33 0
0 y42 y43 0
0 y52 y53 y54
0 y62 y63 y64
⎡
⎢⎢⎢⎢⎢⎢⎢⎢⎣
⎤
⎥⎥⎥⎥⎥⎥⎥⎥⎦
(24)
where
x11 = cos d∗ji − cos dji0, x12 = sin d∗ji − sin dji0,
x13 = cos(d∗mk − d
∗
i )− cos(dmk0 − di0),
x14 = sin(d∗mk − d
∗
i )+ sin(dmk0 − di0),
y12 =
∑n
j=1
(E′
∗
drj
− E′drj0 )Gij +
∑n
j=1
(E′
∗
qrj
− E′qrj0 )Bij,
y22 = −
∑n
j=1
(E′
∗
drj
− E′drj0 )Bij +
∑n
j=1
(E′
∗
qrj
− E′qrj0 )Gij,
y32 =
∑n
k=1
(E′
∗
qk
− E′qk0 )Bik ,
x15 = cos(a∗l − d∗i )− cos(al0 − di0),
y42 =
∑n
k=1
(E′
∗
qk
− E′qk0 )Gik ,
x16 = sin(a∗l − d∗i )− sin(dl0 − di0),
y52 = −
∑n
l=1
kl(v
∗′
dcl
− vdcl0 )Bil ,
y62 =
∑n
l=1
kl(v
∗′
dcl
− vdcl0 )Gil , y13 =
∑n
j=1
(E′drj
∗ − E′drj0 )Bij
+
∑n
j=1
(E′qrj
∗ − E′qrj0 )Gij,
y23 = −
∑n
j=1
(E′
∗
drj
− E′drj0 )Gij −
∑n
j=1
(E′
∗
qrj
− E′qrj0 )Bij,
y33 =
∑n
k=1
(E′
∗
qk
− E′qk0 )Gik ,
y43 = −
∑n
k=1
(E′qk
∗ − E′qk0 )Bik ,
y53 =
∑n
l=1
kl(v
∗′
dcl
− vdcl0 )Gil,
y63 =
∑n
l=1
kl(v
∗′
dcl
− vdcl0 )Bil, y54 =
∑n
l=1
kl(E
′∗
dri
− E′dri0 )Bil
+
∑n
l=1
(E′
∗
qri
− E′qri0 )Gil ,
y64 =
∑n
l=1
kl(E
′∗
dri
− E′dri0 )Gil +
∑n
l=1
(E′
∗
qri
− E′qri0 )Gil
Given that uncertainties in this paper derive from non-
linearities, the terms that have linear relations with the state
variables will be represented by zeros in the corresponding
matrices. The rest of the expressions of f˜i, c˜i and J˜i can
be determined in a similar way as in [15].
The system (20) now can be rewritten as
Dx˙i = AiDxi + BiDui + Eiji + Liri (25)
Next, we introduce a scaling parameter Gi such that the
product terms f˜iH˜ i and c˜iG˜i, are factored into two parts.
We deﬁne
Hi =
NameMeNameMeNameMe
Gi
√
H˜ i, and Gi =
NameMeNameMeNameMe
Gi
√
G˜i (26)
from this it can be seen that Gi is a scaling factor that affects
the magnitude of the uncertain output zi. Scaling permits us to
Fig. 3 Block diagram of the uncertain system
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obtain less conservative results. We write
fi =
1NameMeNameMeNameMe
Gi
√ f˜i c˜i[ ] and Ji = 1NameMeNameMeNameMe
Gi
√ J˜i (27)
Finally the value of Gi is chosen such that
‖ fi ‖2 ≤ 1 and ‖ Ji ‖2 ≤ 1 (28)
From (22) and (28) we have
‖ ji ‖2 ≤ Gi ‖ H˜ iDxi + G˜iDui ‖2 (29)
We also deﬁne zi = H˜ iDxi + G˜iDui, and from this, we
recover the norm bound constraints [28]
‖ ji ‖2 ≤ ‖ zi ‖2 and ‖ ri ‖2 ≤
∑
j=i
‖ zj ‖2 (30)
The bounds given in (30) can be used with the linear quadratic
(LQ) output-feedback control design method to obtain a
controller for the underlying non-linear system. Robustness
properties of the LQ output controller ensure that this
controller stabilises the non-linear system (15)–(18) for all
instances of linearisation errors. The relationship between
the maximum size of fi and the elements in (24) is
complicated and not easy to see. Two observations are
useful: (a) larger values of elements in G and B matrices
lead to larger size of fi, and (b) the maximum value of fi
is not achieved at the corner points of the polytope but at
interior points.
Equations (15)–(18) provide a new representation of the
power system model with a linear part, and another part
with higher order terms. For this controller design, we
consider
C i = [0, 0, 0, 1, 0, 0, 0, 0, 0]T, Di = 10−4[1, 1]T (31)
Cyi = [0, 0, 0, 0, 0, 0, 0, 1, 0; 0, 0, 0, 0, 0, 0, 0, 0, 1]T
(32)
Dyi = 10−4[0, 0, 0, 1, 1, 1, 1, 0, 0; 0, 0, 0, 1, 1, 1, 1, 0, 0]T
(33)
The new formulation presented in this section is used with the
LQ output-feedback control theory to design decentralised
controllers for the non-linear power system.
6 Decentralised control design using rank
constrained LMIs
In this paper, a decentralised LQ output-feedback control has
been designed using LMI techniques [28, 29]. The control
design procedure given in [28] has been modiﬁed here for a
single mode.
The robust control design methodology developed in
[28] makes use of integral quadratic constraints (IQC) to
characterise the magnitude of uncertain perturbations and
interconnection between sub-systems
E
∫tl
0
(‖ zi(t) ‖2 − ‖ ji(t) ‖2) dt . −xTi0Mixi0 (34)
E
∫tl
0
∑N
n=1,n=i
‖ zn(t) ‖2 − ‖ ri(t) ‖2
( )
dt . −xTi0 Mixi0 (35)
where Mi = MTi . 0, Mi = MTi . 0, {tl}1l=1, tl +1, is a
sequence of time instants and E is the expectation operator.
It is obvious that the constraints (30) can be rewritten in the
form of (34) and (35) with arbitrarily chosen small xTi0Mixi0
and xTi0 Mixi0.
This LQ technique minimises the following performance
cost over all permissible IQCs
Jwc(u) W
∫1
0
∑N
i=1
‖ zi(t) ‖2 dt (36)
In this paper, we consider norm bounded constraints, as in
(30), instead of the more general IQCs. This means that the
designed controllers are sub-optimal for norm bounded
constraints. The control algorithm is to ﬁnd the inﬁmum of
the following function over the set T
J (t, u) =
∑N
i=1
xTi0[X i + tiMi + ui Mi]xi0 (37)
where T = {{tiui} [ R2N , ti . 0, ui . 0}, Mi . 0 and
Mi . 0 are two sets of symmetric matrices, and matrices X i
and Y i are the solutions to the following pair of coupled
generalised algebraic Riccati equations and algebraic Riccati
inequalities [28]
ATi X i + X iAi + CTi C i − X i[BiR−1i BTi − B2i B
T
2i
]X i = 0
(38)
ATi Y i + Y iAi + Y iB2i B
T
2i
Y i − [CTyiW
−1
i Cyi − C
T
i
C i] , 0
(39)
where Ri = DTi Di, Wi = Dyi D
T
yi
, ui =
∑N
n=1,n=i un,
C i =
C i
(ti + ui)1/2Hi
[ ]
, Di =
Di
(ti + ui)1/2Gi
[ ]
B2i = t−1/2i Ei u−1/2i Li
[ ]
, Dyi = t
−1/2
i Dyi 0
[ ] (40)
The controller u∗i with the t
∗, u∗ is given by [28]
x˙ci = {Ai − [BiR
−1BTi − B2i B
T
2i
]X i}xci
+ [Y i − X i]−1CTyiW
−1
i [yi − Cyi xci ] (41)
u∗i = −R−1i BTi X ixci (42)
The solutions are required to satisfy the following conditions:
ti . 0, ui . 0, X i ≥ 0, Y i ≥ 0 and Y i . X i.
IET Gener. Transm. Distrib., 2012, Vol. 6, Iss. 8, pp. 719–730 725
doi: 10.1049/iet-gtd.2011.0537 & The Institution of Engineering and Technology 2012
www.ietdl.org
The controller u∗ guarantees the following minimax
property
Jwc(u
∗) ≤ J (t∗, u∗) = inf
T
J (t, u) (43)
The solution of the optimisation problem using the LMI
technique is discussed in Section 11 (Appendix).
7 Control design algorithm
The controller, in this section, is designed for severe faults so it
can, in principle, also ensure stability against other disturbances.
From fault simulations we estimated the operating region
V formed by corner points [si, E
′
dri
, E
′
qri
, vmi , vGi ,
gi, vdci , vtmi , vsci ]
T and [si, E
′
dri
, E′qri , vmi , vGi , gi, vdci ,
vtmi , vsci]
T centred at equilibrium point for severe faults with
the values si − si = 2× 0.225 pu, E′dri − E
′
dri
= 2× 0.242
pu, E
′
qri
− E′qri = 2× 0.225 pu, vmi −vmi = 2× 0.395 pu,
vGi − vGi = 2× 0.337 pu, gi − gi = 2× 25
8, vdci − vdci =
2× 0.334 pu, vtmi − vtmi = 2× 0.235 pu, vsci− vsci = 2×
0.248 pu, mi − mi = 2× 0.328 and ai − ai = 2× 288,
i ¼ 1, 2. The design process is described in the following steps:
(i) From simulations, select coherent groups of generating
units and represent them by equivalent models.
(ii) Perform modal analysis and determine the critical modes.
Analyse the participation vectors for the critical modes and
identify the states related to them.
(iii) From the simulations of the faulted system (undergoing a
large perturbation during the LVRT transient), obtain the
range in variations of all state variables and form a volume,
V, with corner points given by (xfp − x0p ) and (xfp + x0p ),
p ¼ 1, . . . , 7, where 2xfp is the largest variation in the pth
state variable about its equilibrium value, x0p .
(iv) Obtain G∗i = maxx∗pi [Vi {Gi: ||fi||
2 , 1, ||Ji||2 , 1}, as
given in (28). The process to obtain G∗i involves obtaining
the maximum value of f˜i, c˜i, and Ji over the entire region
of interest and then using (27) to choose Gi such that
‖fi‖2 , 1 and ‖Ji‖2 , 1.
(v) Check if there exists a feasible controller with Gi = G∗i ,
that is scalars ti and ui exist such that there is a feasible
solution to LMIs, as described in Section 11.
(vi) Compare the control region with the operating region
required to provide the LVRT capability of wind generators.
(vii) If we obtain a feasible controller in the above step,
increase the range of the operating region if step (vi) is not
satisﬁed or, if we have arrived at the largest possible range
then perform an optimal search over the scalar parameters ti
and ui, to obtain the inﬁmum in (6). If there is no feasible
solution with the chosen Gi = G∗i , reduce the range and go
to step (iv).
For the given system, we are able to obtain feasible
controllers with values of G1 ¼ 0.968 and G2 ¼ 0.976. The
controller is stabilising for all variation of states in the
polytope region V formed by corner points [si, E
′
dri
, E
′
qri
,
vmi , vGi , gi, vdci , vtmi , vsci ]
T and [si,E
′
dri
,E′qri ,vmi ,vGi , gi,
vdci , vtmi , vsci ]
T with the following values: si = si0 +
0.243 pu, si = si0 − 0.243 pu, E′dri = E
′
dri0
+ 0.347 pu,
E′dri = E
′
dri0
−0.347 pu, E′qri =E
′
qri0
+0.315 pu, E′qri =E
′
qri0
−
0.315 pu, vmi =vmi0+0.428pu, vmi =vmi0−0.428pu,
vGi =vGi0+0.437pu, vGi =vGi0−0.437pu, gi=gi0+ 36
8,
g
i
=gi0−368, vdci = vdci0+0.365pu, vdci = vdci0− 0.365pu,
vtmi = vtmi0+0.269pu, vtmi = vtmi0−0.269pu, vsci = vsci0+
0.275pu, vsci = vsci0−0.275pu, mi=mi0− 0.467, mi=mi0−0.467, ai=ai0+238 and ai=ai0−238, i ¼ 1,
2. This range of the variation of the state variables is larger
than the range for several large disturbances as noted
earlier in this sub-section. The above bound for f(z) is
obtained at a point interior to the region, that is
s∗i =0.185pu,E′
∗
dri
=0.85pu,E′∗qri =0.825pu,v
∗
mi
=1.45pu,
v∗Gi =1.42pu,g
∗
i =25.58, v∗dci =0.86pu, v
∗
sci
=0.845pu,m∗i =
0.425pu anda∗i =22.58, i ¼ 1, 2. Although the designed
controller is not globally stabilising yet we know that it is
stabilising over a large operating region which covers most
faulted system operation. From the two cross-sections of the
polytope V shown in Fig. 6a, it can be seen that the region
of controller operation is larger than the region of faulted
system trajectories.
8 Controller performance evaluation
8.1 Enhancement of voltage and transient stability
margins
The LVRT capability of a wind generator is expressed in this
paper as voltage and transient stability margins. The voltage
stability margin is deﬁned as the difference between the
operating voltage and the critical voltage. The transient
stability margin is given as the difference between the
speed after a speciﬁed fault duration and the critical speed
(CS) of the generator. The CS is given by the intersection
between the torque-speed curve for the speciﬁed system and
the mechanical torque [30]. The critical voltage can be
obtained from the P–V curves [31]. The stability analysis
of a power system may consider the determination of its
critical clearing time (CCT), for a given fault, in order to
ﬁnd the maximum value of the CCT for which the system
is still stable. In this paper, the CCT is ﬁrst estimated by
using (44) and then an exact value is determined from
simulations in which it is obtained by increasing the fault
time interval until the system loses its stability [32].
tc =
1
Tm
2Hm(sc − s0) (44)
where tc is the CCT, sc is the critical slip and s0 is the slip at
equilibration point of a generator.
A simulation study is performed to emulate the system in
Fig. 2 with the purpose of evaluating the transient and
voltage stability limits achievable with the proposed and
PI-based STATCOM/ESS. The CCT and CS, as shown in
Table 2, for a three-phase fault with 150 MVA STATCOMs
and 95 F, 19 kJ supercapacitors are 0.165 s and 1.35 pu
with the designed controller, compared with 0.140 s and
1.315 pu with a properly tuned PI controller [20]. In this
case, the gain of the tuned (trial and error method) PI
controller is obtained as KP ¼ 0.28 and KI ¼ 20.45. It can
be concluded that an appropriate combination of active and
reactive power control by STATCOM/ESS is an effective
way of improving the stability and enhancing the fault ride-
through capability of the relevant induction-generator-based
wind turbines.
In order to evaluate the performance of the designed
controller, in the face of system non-linearity and operating
conditions, detailed simulations are performed for a
symmetrical 3-phase fault at bus 11 which is subsequently
cleared after 150 ms. Figs. 4a and b show the speed
response and terminal voltages, respectively, of the wind
farm WF1 with the conventional PI controller and the
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proposed STATCOM/ESS controller. During the fault, the
wind generator accelerates, since it is no longer able to
generate enough electromagnetic torque to balance the
mechanical torque coming from the wind which is
obviously unaffected by the grid fault. When the fault is
cleared, the generator speed with the proposed control
is about 1.15 pu whereas that with the PI control is 1.6 pu.
The reclosing time, speed and voltage using the PI
controller is greater than the corresponding CCT, CS and
critical voltage with the proposed controller. With the PI
controller it can be seen that the terminal voltage cannot be
restored and the IG continues to accelerate until the system
loses stability.
8.2 Comparisons with standard LVRT
requirements
Interconnection standards vary from country to country and
among individual provinces or states, depending on local
grid characteristics and utility speciﬁc requirements. In this
research work, the standard jointly recommended by the
North American Electric Reliability Council (NAERC) and
the American Wind Energy Association (AWEA) [33] is
used. This standard demands that if the voltage remains at a
level greater than 15% of the nominal voltage for a period
that does not exceed 0.625 s, the plant must stay online.
Ireland also follows a similar standard [34]. Although this
standard is followed in this research work, the designed
controller fulﬁls the other grid codes as well. Fig. 5 shows
the terminal voltage of the wind farm WF2 with the
proposed STATCOM/ESS controller with zero voltage for
the duration of 300 ms from which it is clear that the
proposed control can meet the standard requirement of the
LVRT capability. The reason for providing stability during
the LVRT transient is clear from Figs. 6a and b, which
show that the control region provided by the designed
controller is larger than the area required for the LVRT. A
similar comparison holds true for other state variables.
8.3 Impact of adding supercapacitors
To test the effects of adding supercapacitors, a simulation is
performed with (i) STATCOM/ESS and (ii) STATCOM
only. A three-phase fault is applied at the middle of the line
16–17 at 1 s and the fault is cleared after 140 ms by
opening the line 16–17. This line is again restored after
150 ms. Figs. 7a and b show the voltage and real power
output of WF2 from which, it is clear that although the
addition of supercapacitor does not produce a signiﬁcant
difference in terminal voltage response, however, it damps
Fig. 5 Terminal voltage with zero-voltage for 300 ms
Fig. 4 Speed and terminal voltage for three-phase fault at bus 11 (Solid line designed and dash line PI-based STATCOM/ESS)
a Speed response
b Terminal voltage
Table 2 Performance comparison: (a) proposed controller and (b) PI-based STATCOM/ESS
STATCOM/ESS (a) Proposed controller (b) PI control
CS CCT Critical voltage CS CCT Critical voltage
150 MVA/95 F 1.35 pu 0.165 s 0.605 pu 1.315 pu 0.140 s 0.625 pu
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the oscillation in output power quickly. The active power is
controlled using energy storage-type supercapacitor and this
is effective in enhancing the transient stability of the rest of
the system.
9 Conclusions
In this paper, a new robust decentralised STATCOM/ESS
control has been proposed to enhance the LVRT capability
of ﬁxed-speed wind turbines. A systematic procedure to
design the controller has been discussed. The designed
controller guarantees stability if the system post-fault
operating point is in the region for which the controller is
designed. A ten-machine power system has been used to
evaluate the performance of the designed controller.
Simulation results show that despite the non-linear
interconnections between different types of generators and
signiﬁcant operating condition variations following fault,
the proposed controller can greatly enhance the transient
and voltage stability as well as LVRT capability of wind
turbines. The future perspective of this work is to design
reduced order controllers for distributed systems.
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11 Appendix
The sub-optimal control design used in this paper involves
solving the optimisation problem given on the right-hand
side of (43). Generally, it is difﬁcult to provide a systematic
way to perform such optimisation. In this paper, the idea is
to replace the problem inftJ(t, Q) with an equivalent
optimisation problem involving rank constrained LMIs [35].
From (39), we obtain
ATi X i + X iAi + CTi C i − X i[BiR−1i BTi − B2i B
T
2i
]X i , 0
(45)
by multiplying the left- and right-hand sides of (45)
with X˜ i = X−1i , we obtain
X˜ iA
T
i + AiX˜ i + X˜ i CTi C iX˜ i − [BiR−1i BTi − B2i B
T
2i
] , 0
(46)
Introducing matrices Fi of appropriate dimensions, without
changing the feasibility of (46), we add a quadratic term of
Fi to the left-hand side of (46) as follows
X˜ iA
T
i + AiX˜ i + X˜ i CTi C iX˜ i − [BiR−1i BTi − B2i B
T
2i
]
+ [FTi + BiR−1]Ri[FTi + BiR−1i ]T , 0 (47)
which is equivalent to
X˜ iA
T
i + AiX˜ i + X˜ i CTi C iX˜ i + B2i B
T
2i
+ FTi RiFi
+ BiFi + FTi BTi , 0 (48)
Using (40), the terms of (48) can be represented as follows
B2i
B
T
2i
= t−1i EiETi +Q−1i LiLTi
X˜ i C
T
i
C iX˜ i = X˜ i[CTi C i + (ti + Qi)HTi Hi]X˜ i
FTi RiFi = FTi [DTi Di + (ti + Qi)GTi Gi]Fi
(49)
Let t˜i = t−1i , Q˜i = Q−1i . By combining (48) and (49), and
applying the Schur complement, we obtain the following
LMIs with variables X˜ i, Fi, Q˜i, t˜i
Zi X˜ iC
T
i F
T
i D
T
i ai
w −I 0 0
w w −I 0
w w w −Qi
⎡
⎢⎢⎣
⎤
⎥⎥⎦ , 0 (50)
where
Zi = X˜ iATi + AiX˜ i + t˜iEiETi + Q˜iLiLTi + BiFi + FTi BTi
ai = [FTi GTi + X˜ iHTi , . . . , FTi GTi + X˜ iHTi ] (N entries)
Qi = diag[t˜iI , Q˜1I , . . . , Q˜i−1I , Q˜i+1I , Q˜N I ]
(51)
Similarly, by substituting (40) into (38) and applying the
Schur complement, we obtain the LMIs with variables
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Y i, Fi, Qi, ti
bi Y iEi Y iLi
w −tiI 0
w w −QiI
⎡
⎣
⎤
⎦ , 0 (52)
where
bi =ATi Y i + Y iAi − tiCTyi[DyiDTyi]−1Cyi + CTi C i
+ (ti + Qi)HTi Hi
The coupling condition Y i . X i . 0 is equivalent to
X˜ i I
I Y i
[ ]
. 0 (53)
Now consider the performance upper bound on the right-hand
side of (43). Note that minimising J(t,Q) is equivalent to
minimising (l1+ l2+ · · · + ln) subject to
li . x
T
i0[X i + tiMi +Qi Mi]xi0 (54)
Using the Schur complement again, (54) is equivalent to the
following LMIs
li P x
T
i0M
1/2
i x
T
i0M˜
1/2
i
w X˜ i 0 0
w w t˜iI 0
w w w Q˜iI
⎡
⎢⎢⎣
⎤
⎥⎥⎦ , 0 (55)
here P = [p1/21 xTi0, . . . , p1/2k xTi0]. Also the conditions t˜i . 0,
ti . 0, t˜iti = 1, Q˜i . 0, Qi . 0, Q˜iQi = 1 are equivalent
to the rank constrained LMIs
t˜i I
I ti
[ ]
≥ 0, rank t˜i I
I ti
[ ]
≤ 1 (56)
Q˜i I
I Qi
[ ]
≥ 0, rank Q˜i I
I Qi
[ ]
≤ 1 (57)
We now consider the following linear cost optimisation
problem in the variables li, X˜ i, Y i, Fi, Q˜i, t˜i and ti, Qi [35]
J ∗LMI W inf (l1 + · · · + ln) (58)
subject to (50), (52), (53), (55)–(57).
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